Catalog V5.2 7 AIRLESS® spraying & equipment

40C260

@ This AIRLESS® 40C260 High Pressure Pump is
designed for the application of water or solvent
based with medium to high viscosity materials.
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* All stainless steel construction g
¢ High output pump
* Very simple and fast servicing
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Configuration of the 40C2460 AIRLESS® paint pump ~
ko)
q Lower q q Air regulator I
Set-u Upper sealin . Suctionrod (1" Drain rod o Pump output filter Part number =
P PP 9 se aling ) Fluid pressure poulp ‘g
Wall mounted PTFE G + PE GT - - v - 151.870.500 Q
wall mounted PIFE G + PE GT - - v v 151.870.800 <
wall mounted Gt Gt v v 151.870.670 2
wall mounted PU PU v v 151.870.660 S
O
Wall mounted PTFE G + PE GT v - v v 151.870.600 >
Cart-mounted PTFE G + PE GT v - v v 151.870.700
Maintenance kits
Description Part number
Seal kit 5000-4_2 air motor 146.280.991 P
Servicing kit 5000-4_2 air motor 146.280.996 %
Seal kit C260 upper PTFE G - PE & lower GT 144.025.090 a
Seal kit C260 PU (upper & lower) 144.025.691 8
Seal kit C260 GT (upper & lower) 144.025.693 é()
Servicing kit C260 upper PTFE G - PE & lower GT 144.025.695
Servicing kit C260 PU (upper & lower) 144.025.692
Servicing kit C260 PU (upper & lower) 144.025.694
Conversion kit from old to new generation of Hydraulic C260 151.870.499
Complete PU cartridge 144.710.200
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Description Part number =
Two Reinforced Arms w/o mounting plate 051.231.000 §
Pump bracket 051.341.206 E
Suction rod @1" 921.270.101 g
Stainless steel flushing rod F18 x 125 049.596.000 CIC)
Pack of 2 U-bolts, 4 washers, 4 nuts 151.730.114 )
Fluid filter 155.581.400
Adaptor Stainless steel F 3/4" JIC/M 1/2" JIC 905.160.219
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